
SPECIFICATIONS AR-M155

GENERAL
Base Engine

Type Desktop
Technology Laser
Paper Size - Max. A4
Paper Size - Min. A6
Total Cassettes - Std. 1
Total Sheets - Std. 250 + 50 (multi-bypass)
Paper Weight (g/m2) 56-80 (52-128 multi-bypass)
Output Capacity (A4 sheets) 200
Warm Up Time*1 (secs) 0
Memory*2 Page Memory 8 Mb
Power Requirements 220/240v, 50-60Hz
Dimensions - Main Unit - WxDxH (mm) 518 x 503 x 296 
Weight (kg) 16.8 (without developer)
Power Consumption Max (kW) 1.0

COPIER
Copy/min (A4) 15
First Copy Out Time*3 (secs) 9.6
Original Paper Size - Max. A4
Continuous Copy - Max. 99
Scanner Resolution - Optical (dpi) 600 x 600
Gradations 256 levels
Resolution - Output (dpi) 600 x 600
Zoom Range 25-400%
Preset Zoom Ratios 25/50/70/86/100/141/200/400%
Exposure Mode Auto/Text/Photo
Manual Exposure Mode 5 levels (Text/Photo)
Copier Functions Duplex copy, Scan Once/Print Many, Offset stack,

Electronic sorting, Margin shift, 2-in-1, Toner save mode,
Pre-Heat/auto power shut-off modes

PRINTER
Print/min (A4) 15
Print Resolution (dpi) 600
Page Description Language SPLC (GDI with JBIG compression)

(optional PCL 6/5e, PS3 emulation*4)
Operating Systems Windows NT® 4.0, Windows® 2000, Windows® XP,

Windows® 95/98/Me
Interface - Std IEEE 1284, USB 2.0
Printer Functions Duplex print, RIP Once/Print Many, Offset print,

Status window, N-up(2/4), Fit to page, Watermarks,
Image orientation, Rotation print, Auto paper selection, Image adjust,

2-gradation print, Binding edge, Pamphlet style, Auto configuration.

COLOUR SCANNER
Original Scan Size - Max. A4
Scan Method Push Scan via (operational panel) and Pull Scan 

(with TWAIN-supporting application) 
Resolution*5 (dpi) 600 x 1200
Protocol TWAIN, WIA (Windows Image Acquisition, Windows XP),

STI (Still Image Architecture)
Interface USB 2.0
File Format RAW, JPEG
Supported OS Windows 98/Me, Windows XP, Windows 2000
Scanner Utilities Button Manager, Sharpdesk™ 2.7

Network Printing/Scanning (optional AR-NB2 N required)

Network Interface 10Base-T/100Base-TX
Supported OS Windows 95/98/Me, Windows NT 4.0, Windows 2000/XP,

Mac OS 8.6 to 9.x, Mac OS X 10.1 or later*6

Memory 64 MB, expandable to 320 MB with 
SO-DIMM 256 MB (144-pin)

Network Protocols TCP/IP, IPX/SPX, NetBEUI,
EtherTalk for Macintosh environments

Features Network scan (scan to e-mail, scan to FTP, scan to desktop),
PCL and PS3 emulation (with AR-PK1 N),

Sharpdesk™ LT (3 licenses included)

Options
AR-SP8 30 Sheet Single Pass Feeder(SPF)
AR-RP8 30 Sheet Reversing Single Pass Feeder(RSPF)
AR-D16 250 Sheet Paper Feed Unit
AR-NB2 N Network Printing/Scanning Expansion Kit
AR-PK1 N PS3 Expansion Kit
AR-PF1 Barcode Font Kit
AR-PF2 Flash Memory for Downloaded Fonts
AR-U11M/U15M/U1AM/U1BM SharpdeskTM 1/5/50/100 License Kit
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*1: At rated voltage, 25°C (77°F), 65% RH.
*2: 100 pages (A4 with 6% coverage) can be stored in memory for electronic 

sorting and RIP Once/Print Many.
*3: A4 documents, same size copy mode, Auto Exposure mode,

25°C (77°F) room temperature.
*4: AR-NB2 N required. AR-PK1 N also required for PostScript printing.
*5: Resolutions higher than 600 dpi are interpolated.
*6: AR-PK1 N required for PostScript printing.
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AR-M155
Digital Multifunctional System

COMPACT DIGITAL PRODUCTION CENTRE



THE CENTRE OF YOUR
DIGITAL PRODUCTION NEEDS
Besides providing superb copier and printing functions including duplexing, the AR-M155 ensures brilliant colour scanning with its smart

Sharpdesk™ document management software. And with the Network Printing/Scanning Expansion Kit you can integrate its powerful features

into your office network.

High Performance Copying 
and Fast Output

The AR-M155 offers a quick first copy time

of just 9.6 seconds. This means you can

save valuable time when performing

multiple short-run jobs and with a

continuous copy rate of 15 cpm*

you can do more copy jobs in less time.

Furthermore the 600 dpi resolution and

256 level greyscale ensures impressive

high quality images.

* 1st paper tray, same size copy mode (A4 size)

Speedy Printing and Secure 

Network Access

This high performance, 15 ppm printer

incorporates Sharp's Printer Language

with Compression (SPLC) technology

which effectively reduces the data size of

print jobs, speeding up the transfer time

and printing process.

The AR-M155 also offers an optional 

AR-NB2 N Network Printing/Scanning

Expansion Kit which allows you to easily

share your printer through your office

network.

And with Sharp's original Printer

Administration Utility Software you can

make your printer networks easier to

manage by allowing network

administrators to customise monitored

items and view settings, such as the IP

address, directly from their PC.

Printer Status Window

A Printer Status Window conveniently

allows you to monitor important printer

information on your PC, including on-

line/off-line status, name of the active

print job, and machine conditions such as

amount of paper or toner.

Full-Colour Scanning

With full-colour scanning using a TWAIN

compliant driver, the AR-M155 lets you

easily scan originals at 600 x 1200 dpi

resolution and use them to create vivid,

impressive colour documents or

presentation materials.

And the optional AR-NB2 N Network

Printing/Scanning  Expansion Kit turns

the AR-M155 into a convenient full colour

network scanner. Send scanned images

anywhere over the network (scan to

desktop, e-mail or FTP) where they 

can be easily accessed from any PC*

on the network.

* Sharpdesk™ LT must be installed on the PC

The AR-M155's optional 30 sheet RSPF

or the SPF also gives efficient multi-page

document scanning.

With the convenient Button Manager

you can scan documents directly into

applications on your PC.

Sharpdesk™ for Total

Document Management

Sharpdesk™ is an original, intuitive

application that provides integrated

desktop management of documents

regardless of the format. Once you scan

documents and images, or drag-and-drop

existing files on your PC into Sharpdesk™,

you can view their thumbnail images and

organise, edit and share your documents

in over 200 file formats right on your PC

desktop.

AR-M155
Digital Multifunctional System



Extensive Paper Capacity

The AR-M155 comes with a standard 

250-sheet paper tray and 50-sheet 

multi-bypass feeder. An optional paper 

feed unit is also available with a total

paper capacity of 550 sheets.

KEY FEATURES
Electronic Sorting and Offset Stacking

The Electronic Sorting function

automatically collates multiple sets of

copies in page order without the aid of a

sorter. The AR-M155 also stacks each set

slightly shifted apart from the previous

(offset stacking) for easy retrieval.

High Performance Operation

High performance copying 

and printing at 15 cpm/ppm

respectively. Also the RIP

Once/Print Many (ROPM) function

saves print data in the internal

memory and transfers it to output

at a quick rate.
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Network Ready
The optional AR-NB2 N
Network Printing/
Scanning Expansion Kit
transforms the AR-M155 
into a convenient full-
colour network scanner,
also supporting PCL and
PostScript* printer
languages.

* Optional AR-PK1 N PS3
Expansion Kit required

Sharpdesk™ LT for the 
Networked Office
The AR-NB2 N includes Sharpdesk™ LT*,
which provides powerful document
management features and allows you 
to easily streamline workflow by sharing
information among people in your office
network.
* Enhanced version of Sharpdesk™ 2.7, with network
capability and 3 user licenses

Full-Colour Scanning

Using a TWAIN-compliant driver,

the AR-M155 lets you easily scan

documents in 600 x 1200 dpi resolution.

You can also scan originals with 

uneven surfaces*.

* There are limits (height, width and depth) to uneven
surface objects that can be scanned

Efficient Duplex Copying and Optional

RSPF

The AR-M155 automatically produces duplex

copies from one or two-sided originals.

Duplex copying is even more productive 

when used together with the optional RSPF

(reversing single pass feeder), which

efficiently feeds in up to 30 pages of either

one or two-sided originals. An optional 30

sheet SPF (single pass feeder) is also available

for feeding one sided originals.


